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36  High efficiency Circulation Pumps
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PrimAX 25-8 180 RED

PrimAX 32-8 180 RED

PrimAX 32-8 170 RED

PrimAX 15-8 130 RED

PrimAX 25-8 130 RED

Version T2

Nominal width DN 32 | DN 15 | DN 25

Flow head H max. 7.5 m

Overall length 180 | 170 | 130 mm

Threaded connection G 2" | G 1" | G 1 1/2"

Operating pressure max. 10 bar

Media temperature min. + 2°C

Media temperature max. +110°C

Ambient temperature 0°C bis 40°C

Net weight 2 | 2.1 | 1.8 kg

Gross weight 2.2 | 2.3 | 2 kg

Electrical data
Voltage 1x230 V

Frequency 50/60 Hz

Power P1 3-50 W

Nominal current 0.03-0.41 A

Motor protection integrated

Required operating pressure at 500m a.s.l.
at a water temp. of 75 °C 0.05 bar

at a water temp. of 90 °C 0.28 bar

at a water temp. of 110 °C 1.08 bar

for every ±100 m of altitude 0.01 bar
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L, N, PE Power supply

Included in the scope of delivery 
 − Heat insulation shell

 − Biral Connector and angled connector

 − AFM seal

Type �  Art. no.
PrimAX 25-8 180 RED 7000001833

PrimAX 32-8 180 RED 7000001838

PrimAX 32-8 170 RED 7000001843

PrimAX 15-8 130 RED 7000001848

PrimAX 25-8 130 RED 7000001853

EEI ≤
0.18

103.335.7
139

50

G 

L

 max Ø10

89

98

112

961959_00

ts                            

ts                            
ts                            

01.09.2015
01.09.2015

00

1

TD-0028928PDM_Nr

01.09.2015gezeichnet
geprüft
Freigabe

Änd.Index

961959

Ersatz für:Ersetzt durch:

BemerkungMaterial Modell/Art.Nr
VisumÄnd.Index

Gegenstand
Datum

II I

Stück Pos

1:3

Zeichnungsnummer

Massstab

Biral AG
CH-3110 Münsingen

PrimAX 25-x 180
Massbild

PrimAX 25-8 180 RED
DN 25
L = 180 mm
G = 1 1/2"

PrimAX 32-8 180 RED
DN 32
L = 180 mm
G = 2"

PrimAX 32-8 170 RED
DN 32
L = 170 mm
G = 2"

PrimAX 15-8 130 RED
DN 15
L = 130 mm
G = 1"

PrimAX 25-8 130 RED
DN 25
L = 130 mm
G = 1 1/2"


