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The sensor is adapted to work with the online iT500 controller or the wireless XT500 
controller. The controller should be configured so that it supports two heating zones, then 
the iT300 sensor controls the second heating zone.

Characteristics
• 5 year warranty

iT300
Wireless temperature sensor for the 
iT500 controller

Product Wireless temperature sensor for the iT500 controller

Supply 2xAA Batteries

Communication Wireless, 868 Mhz

Dimensions (mm) 76 x 76 x 22

Features
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Schemat podłączenia:

Dane techniczne:

iT300
Czujnik temperatury  
do regulatora iT500

3V
2 x AAA

iT300

Czujnik przystosowany jest do pracy  
z internetowym regulatorem iT500 lub bezprzewodowym regulatorem XT500. Regulator 
należy tak skonfigurować, żeby obsługiwał dwie strefy grzewcze, wówczas czujnik iT300 
steruje drugą strefą grzewczą.

Cechy produktu:
• posiada stabilny sygnał 868 MHz
• bezprzewodowo komunikuje się pomiędzy urządzeniami

UWAGA! Czujnik SALUS iT300 nie wchodzi w skład zestawu iT500 / XT500

Zasilanie 2 x AAA baterie alkaliczne

Komunikacja Bezprzewodowa, 868 Mhz
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